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product: AIR DUSTER FLAMMABLE

VAC Ref. nr: 12669- 11307-11826-11297

Dangerous components (conform MSDS) :

Name Component ConcentrationRange
Butane (= 0.1 % butadiene) 225 <50 %
Propane 225< 50 %
Isobutane 210<25 %

Technical data :

Density (20 °C) : £ 0.545 g/ml
Pressure aerosol (20°C) : = 5 bar

Application :

Provides quick and effective computer and electronic maintenance. Only use the product conform the

instructions on the aerosol.

Directions for use :

Store and use at room temperature. Disconnect electrical equipment until the spray has evaporated.
Keep can upright during application. Do not shake during use. Spray in shorts bursts on the surface to

be treated.

Hazard pictograms :

Signal Word :

Danger

Hazard statements :

H222 : Extremely flammable aerosol.
H229 : Pressurised container: May burst if heated.

Precautionary statements :

P101 : If medical advice is needed, have product container or label at hand.
P102 : Keep out of reach of children.
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P210 : Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No
smoking.

P211 : Do not spray on an open flame or other ignition source.

P251 : Do not pierce or burn, even after use.

P410 + P412 : Protect from sunlight. Do no expose to temperatures exceeding 50 °C.

Other hazards :

Intentional misuse of the preparation by concentrating and breathing vapour could be harmful or fatal.
Rapid evaporation of the liquid may cause frostbite.
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